
FEATURES

Inert to most aqueous acid, alkaline, anodizing, & pickling solutions 
up to 212ºF (100ºC)

Rugged, heavy wall PTFE covered stainless steel element reduces 
permeation. Guaranteed 100% pinhole free. 

Space saving & long service life with low watt density design of 10 
W/in² (1.5 W/cm²).

Polypropylene terminal enclosure with 3 ft (.9m) flexible PVC liquid 
tight conduit.

Lower Watt densities available for highly viscous solutions & 
technical acids.

NOTE: Gasket & bolts are not provided. Intended for horizontal 
installation only.

Excellent Chemical Resistance to Aggressive Acids

Heavy wall fluoropolymer sheath (PTFE) covered stainless steel element reduces permeation. 
Excellent chemical resistance to aggressive acids! Inert to most solutions with a corrosion-resistant 
head. Check solution recommendation chart with your chemical supplier for proper sheath material 
selection. Thermal protector built in. 3” and 6” flange sizes. Heats up to 180ºF (82ºC). 1000-18000 
watts, 208-600 volts
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Temperature: 
Up to 212ºF 
(100ºC)

Watts: 1,000 to 
18,000 watts

Certification:
CE (except 600 
volts)

Volts:
120 to 480 volts 

FLX Series | Flanged
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MODEL NUMBER BREAKDOWN

FLX Fluoropolymer Heater 

SPECIFICATIONS

 Wattages  1,000 Watts to 18,000 Watts    

 Voltages 120 volts to 480 volts,  
   3FLX single phase only    
   6FLX single or three phase 

 Temperature Range  Up to 212ºF (100ºC)

 Safety Features Grounded construction 

   Built-in thermal protector.  
   Replaceable P1 protector  
   standard for up to 180°F     
   (82°C). Other options     
   available.

   Non-floating construction.
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DIMENSIONS
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